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Defrost Cable 

 Protection of tubes and pipes against freezing. 

 Equipped with a built-in thermostat that switches on at a temperature of 3˚C. 

 Has a 1.5 m-long connection cable. 

 The cable satisfies the requirements of protection class IPX7. 

 



 

 

 
Technical specifications of Defrost Cable 

 

 

 

 

 

 

 

 

 

Thermostat 

The Defrost automatic heating cable features a bimetal thermostat that switches on the heating cable when the 

pipe temperature falls below 3˚C and switches off the heating cable when the pipe temperature rises above 10˚C. 

This principle protects the tubes or pipes automatically against freezing while minimising the use of electricity. 

 

Points of particular interest for use of the Defrost Cable 

 Remove the plug from the socket during the summer period. 

 The heating cable may not be crossed, overlapped or installed right next to another such cable.  

 The heating cable may not be lengthened or shortened. 

 Never install the heating cable over a pipe or tube that can become hotter than 66˚C, for example a 

steam pipe. 

 Install the cable at a distance of at least 13 mm from all combustible materials. 

 Never use insulation material thicker than 20 mm in combination with the defrost cable, and the 

insulation material must be fire resistant. 

 The Defrost Cable must never be installed in situations or places where the cable could be damaged by 

animals biting into the cable or by mobile, moving equipment or situations in which ice could fall onto it. 

 

 

Article no. length Capacity Resistance 

       

18001 2 24W 2,200Ω 

18002 3 37W 1,440Ω 

18003 5 59W 900Ω 

18004 7 76W 700Ω 

18005 10 118W 448Ω 

18006 15 185W 286Ω 

18007 21 259W 204Ω 

18008 30 335W 158Ω 

18009 42 508W 104Ω 



 

 

 

 

 The cable is not suitable for use in water or other fluids. 

 The Defrost Cable is maintenance-free. 

 

Preparations to be made with regard to the pipe or tube before the Defrost Cable is installed 

Before the Defrost Cable is installed, all sharp projections must be removed. It is advisable to remove any grease 

from the pipe or tube around which the cable is installed with, for example, benzine in order to improve the 

adherence of the tape to be used. 

When the Defrost Cable is installed around a plastic tube, it is advisable to wrap the tube in aluminium foil. This 

will promote better heat distribution. 

 

Installing the cable 

Wind the cable around the tube or pipe to be heated. Try to wind the cable as evenly as possible around the tube 

or pipe. 

The thermostat of the cable must be placed on the coldest point of the tube or pipe to be heated and must have 

the largest possible interface on the tube or pipe. Make sure the thermostat is taped firmly to the tube or pipe. 

The Defrost Cable must be fastened every 50 cm with aluminium tape or with a strong electrician’s tape. 


